Slug pellet machinery setting

Spreader setting examples to be within metaldehyde guidelines

Machinery settings are based on operating a forward speed of 12 km/hr

Allure/Tempt/Trounce Attract/Appeal/Desire TDS Major TDS Metarex Amba JPesta H/Lynx H/Osarex ESP Super 3 Delicia Gusto 3 Spinner Trigger 3

% metaldehyde 1.5% 1.5% 4% 4% 3% 5% 3% 3% 3% 5% 3%

Rate/ha 5kg/ha 7.5kg/ha 3kg/ha 4kg/ha 7.5kg/ha | 4kg/ha 5kg/ha 4kg/ha 5kg/ha Skg/ha 6kg/ha 4kg/ha 7kg/ha 3kg/ha 3.5kg 5kg 6kg 4kg 5kg 7kg

g metaldehyde/ha 75 112 45 60 112 160 200 160 200 150 180 200 210 90 105 150 180 200 150 210
12m 12m 12m 12m 12m 12m 12m 12m 12m 12m 12m 12m 12m 12m 12m 12m 12m 12m 12m 12m
E & P TFL 100A Motor speed 5 Max 5 Max 5 Max 5 Max 5 Max 5 Min 5 Min 5 Min 5 Min 5 Min 5 Min 5 Min 5 Max 5 Max 5 Max 5 Max 5 Max 5 Max 5 Max 5 Max

Bias 8 8 6 6 6 6 6 55 5.5 7 7 7 7.5 6 8 8 8 7.5 8 8

Rate setting 4 5 3 3.5 4 4 4.5 3.5 4 4 4.5 3.5 6 55 3.25 4 8 3.5 5 5.5
Stocks Fanjet | Motor speed 3 4 3 3 4 3 3 3 3 3 3 3 4 5 Min 3 3 4 4 Min 2 2
Pro 65 Bias 82 82 90 90 90 90 90 90 90 90 90 90 90 82 82.5 82.5 82.5 90 90 90

Rate setting_j 3 4 1.5 2 3 4 4.5 4 4.5 3.5 4 4 4 4 3.5 4 4.5 3.5 5.5 6.5
KRM ZS 200 | Motor speed 900 900 1000 1000 1000 900 900 900 900 1000 1000 900 1000 1100 1000 1000 1000 1100 1050 1050

Bias 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7

Rate setting 16 18 9 11 15 11 11 11 12 11 12 11 16 19 12 14 16 13 21 24

Vane position 3,4,5 3,4,5 3,4,5 3,4,5 3,4,5 3,4,5 3,4,5 3,4,5 3,4,5 3,4,5 3,4,5 3,4,5 3,4,5 3,4,5 3,4,5 3,4,5 3,4,5 2,34 3,4,5 3,4,5
E & P TFL 80P | Motor speed 5 Max 5 Max 5 Max 5 Max 5 Max 5 Max

Bias 7.5 6 55 5.5 8 7.5

Rate setting 7 5 5 5 5 5.5

To protect water from direct applications, leave a 6 metre no spread zone — assuming furthest spread of pellets 12 metres to either side — drive at leadt8 metres from watercourses/ditches.

Maximum kg/ha of product

Maximum kg/ha of product per calendar year*

5% 4% 3% 1.5% 5% 4% 3% 1.5%
2109 4 kg/ha | 5kg/ha | 7 kg/ha | 14 kg/ha 14 kg/ha 17 kg/ha 23 kg/ha 46 kg/ha
160g 3kg/ha | 4kg/lha | Skg/ha |10 kg/ha * To stay within 700g metaldehyde maximum per year

Maximum dose rates relate to Metaldehyde Stewardship Group Best Practice Guidelines
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